ALMOST FINISHED! With the thumb of 
your LEFT hand on the left side of the seam 
and the thumb of your RIGHT hand on the 
right side of the seam, PULL your thumbs 
away from each other. 


**NOTE** 
| was using my right hand to take this 
picture, so | couldn't use my right hand. © 


After the pull, it should look like 
the picture to the right. 


Step 24: 
P 


While holding the headband with 
your left hand, take your right hand 
and "stuff" (for the lack of a better 
word) the seams inside so they are 
not showing. Try to make the inside 
seam as flat as possible. 


Copyright 2007, Tricks of the Trade Instruction Manual ©---- Page 133 


eel: 


A. Change your sewing machine from the 
STRAIGHT stitch, to the ZIGZAG stitch. 
Everything else needs to stay the same 
(i.e. the tension & the stretch). Only 
change to the ZIGZAG stitch. 

B. Place the headband under the presser 
foot, open seam side UP. With your 
LEFT hand, squeeze the fabric together 
as you sew. Pull gently at the top of the 
headband with your RIGHT hand. 
MAKE SURE TO BACKSTITCH FOR A 
SECURE HOLD! 


Your headband is now finished and is 
ready to have a bow sewn to it. (See 
Page # 57) 


To make an interchangeable 
headband, simply sew a small 
piece (about 5/8”) of 3/8” matching 
grosgrain ribbon to the center of 
the headband. Then, just insert 
your barrettes! 


RIBBING MATERIAL 


Some of the best ribbing for making headbands is 
made out of 48% Polyester, 48% Cotton, and 4% 
Lycra and the weight is 10 oz. This is great stuff 
because it stretches both ways — horizontally & 
vertically. You can use ribbing from Wal-Mart or 
Joann’s (or other fabric stores) as well. Or, try any 
material that is stretchy. For Gymboree fabric, you 
have to buy leggings or stretchy shirts and cut 
them up. 


The Ribbon Retreat carries the awesome 48% 
Polyester/48% Cotton/4% Lycra Fabric. 
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(Use any color combination that you wish.) 


: Bow-Maker Setting: 3 1⁄2” : Bow-Maker Setting: 3 12" 
Technique: Double Ruffle Fold Technique: Boutique 
Ribbon: 1 17" Double Ruffle Ribbon: 1 12" Sheer Ribbon 
m9 — anum EAE 
duo 


: TWO 6” Spikes using 1 ?7" Pink Stripe Grosgrain Ribbon 
: Bow-Maker Setting — 4 12"; Technique - Boutique; Ribbon — 1 %” Pink Grosgrain 
i: SIX 4%” Spikes; Ribbon — 3/8” Grosgrain (3 Pink Dots, 3 Pink Stripe) 
: Bow-Maker Setting — 4”; Technique — Boutique; Ribbon — 1 %” Pink Sheer 


8 Pink 
8 Pink Dots 
8 Maize 
8 Maize Dots 
4 White 
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The best size dowel for making Korker ribbon is a %4” dowel. You can purchase dowels at 
your local hardware store. Usually they come long, so ask someone at your hardware store 
to cut them for you. Mine are 16" in length, but as long as they'll fit in your oven, you can 
have them as long as you want. You will also need clothespins for securing the ribbon to 
the dowels. For this example | am using 3/8" Grosgrain Ribbon. It's fun to experiment with 
different styles and sizes of ribbon. 


Preheat your oven to 275 Degrees Fahrenheit. 


— i ee 


1. Start by placing your 3/8” ribbon at the top of the dowel and securing it in place witha 
clothespin. Twist the dowel with your right hand while managing the ribbon with your left 
hand thumb. After a couple times, this will become very easy for you. When you get to 
the end, cut the ribbon and use another clothespin to secure the ribbon to the dowel. 

2. Place your dowels on a cookie sheet. Or, you can line one of your oven racks with 
Aluminum Foil and place the dowels directly on the oven rack. | have found that using a 
cookie sheet is so much easier! 


Place your dowels in the oven and bake at 275 Degrees for approximately 25 minutes. You 
can bake for longer if you wish. 


PLEASE NOTE: All ovens vary so you may need to make adjustments. 
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METHOD # 1 for Making a Korker Hair Bow 


For this demonstration, | will be making a 3 1⁄2” Korker Hair Bow. 


Rule of Thumb: If you want your Korker hair bow to measure 3”, then make 2 1⁄2” Korker 
cuts. If you want your hair bow to measure 3 1⁄2”, then make 3" Korker cuts, etc. Also, the 
rounder and more full the Korker Hair Bow, then the more cuts you will use. 


1. If you have one, use a cutting mat and a rotary cutter. If not, then use regular scissors. 
For this demonstration you will need 30 cuts of ribbon OR MORE, with each cut 
measuring 3". 

2. To bring your bow together, you can use wire, string, or elastic cord. | prefer to use the 
elastic cord as pictured. 

3. Lay your elastic cord out on a flat surface. Stack your Korker ribbon in the center of the 
elastic in any way desired. Experiment with using different colors. 


4. Using both hands, take the elastic over the top of the stack of korkers and tie a knot at 
the top of the elastic as shown. 

5. Then, pull the knot down over the stack and pull. 

6. Turn your hair bow over and if any ends are sticking out farther than the rest, then find 
the opposing end on the other side and pull it gently to make it more even. Take your 
elastic around the bow one more time and pull very tightly. Make a double knot. You 
can even use a dab of super glue on your knot for an even more secure hold. Fray 
check (or use a lighter) on each individual end for a boutique, quality look. Line your 
desired clip and glue to the back of the bow. 
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METHOD # 2 for Making a Korker Hair Bow 


1. Place a 12" piece of elastic in the middle of the Korker Bow Form (see the bottom of this 
page), between the 4 brackets. 

. Stack your cuts of ribbon in the center of the Korker Bow Form, over top of the elastic. 

. Bring the elastic up over the stack of Korker ribbon and tie a knot at the top. 

. Tie the knot down on the korkers, pulling gently. Gently lift the bow out of the Korker 
Bow Form. 


AUN 


5. Pull tightly on the knot. Turn the bow over and make sure that there are no pieces of 
ribbon that stick farther out than others. If there are, then pull on the opposing end of 
ribbon to even it out. (Now turn the bow over to the back.) 

6. Take both ends of elastic around the bow again, meeting at the back and pull tightly. Tie 
another knot. You may want to dab some super glue on the knot to secure. Line your 
desired clip and glue to the back of the bow. 


HOW TO MAKE A KORKER BOW FORM: 


Its really very easy. Simply go to your local Hardware Store and purchase a package of 4 
“L-Brackets”. Use screws to adhere them to a spare piece of wood. l'm not very good at 
that kind of thing, so | had my husband make mine for me. © See Picture # 1 for how to 
place the brackets on the piece of wood. Make sure you leave a very small space in the 
middle for your elastic. The L Brackets leave about a 2 34" space in the middle to place the 
Korker Ribbon Cuts. 
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METHOD # 3 for Making a Korker Hair Bow 


Have a needle and thread ready — preferably a stronger needle and perhaps an embroidery thread. 


. Cut your korker ribbon to the size and number you want. You may want to line the ribbon out in the order 
that you would like. 
Start placing the korker ribbon onto the needle but do not thread it all the way down — you want it to still 
be on the needle. Hold your thumb at the bottom of the needle to prevent the ribbon from sliding down. 
Continue placing the korker ribbon onto the needle, placing each korker in a different direction — don't 
worry, if you have a long enough needle there should be plenty of room. 

. When you get them all finished, this is what it looks like from the side. 


. This is what it looks like from the top. If you look REALLY close, you can see the top of the needle. 
Now thread the needle all the way through until the knot stops at the back. (This is a picture of the back 
of the bow.) 

. Now take your needle back through the middle to make a stitch. Because of the thickness of the ribbon, 
this can be very difficult, so be careful not to poke yourself. Maybe even use a thimble. Repeat this a 
couple of times to make the bow more secure. 


And that's it! You have a finished "Sewn Korker Bow". Seal the ends if you haven't done so already and 
attach a clip or barrette to the back. 
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To make Krinkle Ribbon, you will first need to set your sewing machine to a gathering stitch 
— or the widest stitch that your sewing machine does. Then cut a 3/8" piece of ribbon to 
approximately 36 inches or less. 


1. Make sure you have at least 6 inches of excess thread behind your needle before you 
start sewing. Place your ribbon under the presser foot and sew in the middle of the 
ribbon, all the way to the end. When finished, make sure you have at least 6 inches of 
excess thread on this end as well. 

2. Take the top thread at one of the ends and pull the thread, gathering the ribbon. 

3. While pulling the thread with your right hand, use your left hand to pull the gathers down 
the ribbon. Make sure you leave at least 1 1⁄2” of ribbon at the end that yu DON'T 
gather. Otherwise, the gather will come out the end and leave you with a flat piece of 
ribbon and you'll have to start over. (I learned my lesson.) 


4. When finished you will have a very tightly gathered piece of ribbon. Place this ribbon on 
a cookie sheet and put it in the oven at 275 Degrees for approximately 25 minutes. 
When you bake your korkers, you can put krinkle ribbon on the cookie sheet as well to 
save time. 

5. After it comes out of the oven, take both ends of the ribbon and pull sharply away from 
each other. Pull out all of the thread and you will be left with some great krinkle ribbon 
that will keep its shape wonderfully! 

6. To use the krinkle ribbon, simply cut it to the same length as you cut your korkers and 
use it just like you would a regular piece of korker ribbon. 
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16 2" cuts of ribbon: 6 Red, 5 Blue, 5 White. 

24 2 V?" cuts of ribbon: 10 Yellow Gold, 5 Purple, 5 Purple Dots, 2 White, 2 
White Krinkle. 

16 2 %” cuts of ribbon: 8 Denim, 8 Pink Dots 


16 2 %” cuts of ribbon: 4 hot pink, 3 celadon, 3 apricot dots, 3 apricot, 3 white 
Apricot Center Knot 

16 2 Y?" cuts of ribbon: 4 pink dots, 4 solid pink, 4 pink stripes, 4 white 

Pink Center Knot 

16 2 V?" cuts of ribbon: 3 celadon solid, 2 celadon dots, 3 maize solid, 3 maize 
dots, 3 apricot solid, 2 orange solid 
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9 6n im light blue Cat's Eye Beads, 9 6mm Light 
Eye Beads, 9 4mm Swarovski Pearls — 


Once you've started making beaded barrettes, you just may have a NEW addiction! So be careful! 
© They really are a blast to make. And once you get the hang of it, it's a BREEZE!! 


50mm clip, 4 6mm pink Cat’s Eye Beads, 4 6mm Light Purple 
. . Cat's Eye Beads, 5 Clay Beads | purchased on eBay. 


Guess what? You don’t need a NEEDLE and THREAD for this one. Yea!!! 


SUPPLIES: 


> 


24 Gauge Wire — that’s what | use and | like it the best. However, you could try 22 gauge or 
26 gauge if you'd like. Remember, the HIGHER the gauge, the THINNER the wire. 

Round Nose Pliers — order online or you can get them at your local craft store (& Walmart). 
. Wire Cutters — you can get these at your local craft store or Walmart, too. 

. Flat Nose Pliers — Optional — ditto on the craft store & Walmart. © 

French Pinch Barrettes — My two favorite sizes are 40 mm and 50 mm - purchase these 
for the best price at http://www.theribbonretreat.com. 

Beads, of course! © For this example | will be using a 50 mm barrette and 18 beads — NINE 
Light Siam 6mm Swarovski Crystal Beads and NINE 6mm Round Hematite Beads. 


moom 


n 


TIP: Figure out the pattern for your beads before you start your barrette. It will save you a 
lot of heartache - and a HEADACHE! 
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1. With the wire cutters, cut a 24 inch piece of wire. For a 40mm clip, you could cut your wire to 
about 22 inches. | wouldn't go much less because it's always nice to make sure you have a little 
extra. If you're using a 60mm barrette or bigger, just cut more wire — be generous! 

2. Take the metal piece out of the center of the barrette. 

3. Turn the clip over so that the back is facing up and towards you. The "pinch" part of the clip 
should be at the top as shown. 


4. Thread one end of the wire through the hole, leaving about 1 inch of excess as shown. 
5. With your right hand, bend the excess wire straight up to make a 90 degree angle. 
6. Now, with your round nose pliers, "grab" onto the wire just a little bit from the top. 


7. Twist the wire down with your pliers and through the hole. 
8. Feed the wire all the way through and then pull tightly with the pliers. 
9. Take the wire around and through the hole again and pull very tightly. 
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10. Bring the wire over the top again, but don't go through the hole. 

11. With your wire cutters, clip the excess wire. If the wire is sticking up a little bit, use your flat 
nose pliers to "flatten" it. 

12. Now turn the barrette around in your hand so that now the "pinch" part of the clip is facing to 
your left. Bring the wire across the top middle of the barrette as shown. 


13. With your LEFT hand, hold the barrette and wire tightly in the CENTER. 

14. With your RIGHT hand, take the end of the wire and feed it through the hole at the other end of 
the barrette. To make sure that the wire doesn't crimp in places, you need to make sure that the 
wire is always in a round loop. 

15.Keep pulling the wire until it's all the way through the hole. 


16. Now angle the wire away from you as shown. (The wire is UNDER the metal part of the 
barrette). 

17.Place your first row of beads on the wire. In this case, the black hematite and the red crystal. 

18. Feed the beads all the way down until they get to the top of the barrette. Now angle the beads 
and wire straight up. 
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19. Fold the beads over top of the barrette. Notice how my thumb and first finger are keeping a tight 
hold on the beads. This keeps them in place. You need to maintain this tight hold on the 
beads. 

20. Now take the wire up through the hole at the end of the barrette. 

21. Feed it all the way through. The same concept applies here — to keep the kinks or crimps out of 
the wire, try and keep the wire as rounded as possible until it gets all the way through the hole. 
Please take note of how the wire is positioned underneath the barrette. 


22. Take the wire over the top middle of the two beads and then angle it downward because we're 
about to take the wire under the barrette. 

23. Take the wire under the barrette IN FRONT of the back "mechanism" © -- | don't know what 
else to call that thing. Pull the wire tightly. If this hurts your hands, then use the round nose 
pliers. Take the wire over to the other side because it's now about to go on top of the barrette. 

24. Take the wire around the top of the barrette. Keep the wire close to the beads. Really try and 
maintain the position of those two beads with your fingers. 


* b 
c 


25. Take the wire again around the underside of the barrette — pull tightly. 

26. Once the wire is at the top of the barrette again, angle the wire straight up so it's ready for more 
beads. 

27.Load two more beads onto the barrette. Now | loaded the Red Swarovski first and then the 
Black Hematite. 


28. Feed the beads all the way until they reach the top of the barrette. 

29. Fold the beads over the barrette, holding them tightly in place with your thumb and first finger. 
Pull the wire tightly. You may even need to slide those beads closer to the other two beads. 

30. Now take the wire under the barrette and pull tightly. 


31. Bring the wire over the top again and pull tightly, keeping the wire close to the beads. 
32. Take the wire under the bottom of the barrette one more time. 
NOW FOLLOW STEPS 26 through 32 until you get to the last row of beads. 


Copyright 2007, Tricks of the Trade Instruction Manual ©---- Page 146 


33. When you're on the very last row of beads, load them onto the wire as normal. 

34. Fold the beads over top of the barrette and angle the wire downward. Remember to hold the 
beads tightly with your thumb and first finger. 

35. Take the wire under the barrette as shown. 


36. Now take the end of the wire and feed it up through the hole. 

37.Feed it all the way through. Really pay close attention to where the crease of the wire is on the 
right hand side of the barrette. It's on the side — not on the top. You have to keep the barrette 
and wire held tightly together to make sure that this step is done correctly. 

38. Take the wire around and through the center of the hole a couple times. This time the crease of 


the wire will be in the center — NOT on the side. 


ski C 6 Light Green cag 
om Shipwreck Beads. — 
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39. Take the wire over the top and then cut off the excess wire. Use the Flat Nose Pliers to "flatten" 
the wire if there are any sharp edges. 
40. This is what the bottom of the barrette looks like. 


41 42 


41. Replace the middle metal piece. You may need to use your flat nose pliers to flatten some of 
the wire a little to make it easier to put the metal piece back inside. 
42. Here is the finished barrette. 


OTHER EXAMPLES 


50 mm clip, All of these beads were purchased from Ly 
~ = — > » local craft store. — — 
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50 mm clip, 22 Light Rose 6mm Swarovski Crystals -- 
À BICONE $ 
poner c dab ^no s 


WHERE TO GET YOUR BEADING SUPPLIES 


http://www.artbeads.com — this is where | get just about everything — except for the wire. | just get 
that at my local craft store. Artbeads.com has free shipping and there's never a minimum order!! 


http://www.shipwreckbeads.com 
http://www.firemountaingems.com 
http:/Awww.auntiesbeads.com 
http:/Awww.beadsdumonde.com 
http://www.lythastudios.com/swarovski/ 
http://www.jewelrysupply.com 
http://www.honeybeads.com 


http://www.brightlingsbeads.com 


EBAY STORES 


Allreds Design -- http://stores.ebay.com/AllredsDesign 

BY Beads -- http://stores.ebay.com/BY-Beads GREAT for Polymer Clay Beads!! 
Craftland Jewelry Supply -- http://stores.ebay.com/Craftland-Jewelry-Supply 

Crystals Xpress -- http://stores.ebay.com/CrystalsXpress 

D's Creations & Collectables -- http://stores.ebay.com/Ds-Creations-and-Collectables 
Glass Bead Garden -- http://stores.ebay.com/Glass-Bead-Garden-Beads-and-Jewelry 
Lytha Studios -- http://stores.ebay.com/Lytha-Studios -- | really like this seller! 
Shiannas Bead Shop -- http://stores.ebay.com/Shiannas-Bead-Shop 

Designs by Lisa B -- http://stores.ebay.com/Designs-by-Lisa-B 

Calypso Jewelry -- http://stores.ebay.com/Calypso-Jewelry 


Delta Beads -- http://stores.ebay.com/Delta-Beads 


I’m sure there are many other websites and eBay stores out there. Just perform a search either on eBay or 
on the web. OH, AND DON'T FORGET YOUR LOCAL CRAFT STORE AND WAL-MART! GOOD LUCK!! 
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Beaded Alligator Clips are great! They are a little harder to make, so you may want to learn 
how to make the Beaded French Pinch Barrettes first. 


Let's start out first with a list of needed SUPPLIES: 


= 


v Pliers — Needle Nose or Flat Nose - OR BOTH 
v Wire Cutters 
v Wire — 22 gauge to 26 gauge (Cut to 30 inches) 
v Glue - For this demonstration I’m using Fabri-Tac 
(Hot glue works great, too) 
v Ribbon — Cut to 4 % inches 
v Two-Prong Alligator Clip 
v Beads - For this demonstration I’m using 6mm 
Light Amethyst Swarovski Crystals (Quantity 18) 


HELPFUL HINT: Read through all directions before starting. 
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1. 


2. 


NOTE: This is the 
pinch part of the clip 


Place the clip in your LEFT hand. | like to put the beads along the flat surface. So make 
sure the FLAT SURFACE is on the top. 

Place beads of glue along the top prongs. DO NOT place glue anywhere near the hole. 
NOTE: You may want to put a small piece of wax paper in between the top and bottom 
prongs so that they do not become glued together. 


f Y ' —m M TUNES onc. s XE RNeasy 
1%” Excess . RW 1 / WE. - 


. Position the ribbon on top of the glue. Make sure you have 1 1⁄2” of excess ribbon to the 


LEFT of the pinch part of the clip. Please see picture. You will use this ribbon later to 
cover up the wire. 


. If you don't use wax paper, open up the clip to make sure the prongs don't get glued 


together. (See also 4a) 
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5. Note how you can fold back that excess ribbon that was at the LEFT and the hole is 


exposed. 
6. Now take one end of the wire and feed it UP through the hole as shown. Only feed 
through about an inch or so of wire. 


7. Bend the wire so that it is parallel to the clip. 

8. Using your pliers, wrap the wire around to the back and then up through the hole again. 
Pull very tightly on the wire. Repeat one more time. 

9. Bend the wire to the back and "flatten" it down as much as possible so that the end is not 
sticking up. You may need to clip off any excess wire with your Wire Cutters. 


Continued on Next Page...... 
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10. With the ribbon still being held back with your left hand, take the wire and bring it to 
the side. It doesn't really matter what side — whichever is the most comfortable for 
you. In this case, it is to the LEFT. 

11. Let go of the ribbon that you were holding and place it over the hole. 


12. Now we're ready for the “beading”. Place your first row of beads on the wire. 

13. Feed the beads all the way down until they get to the top of the clip. They will be 
angled STRAIGHT UP. 

14. Fold the beads over the top of the barrette. 


Continued on Next Page...... 
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16. 
17. 


18. 
19. 


20. 


Take the wire around to the under side of the "pinch" part of the barrette. Lift the 
ribbon up slightly to expose the hole. You DON'T want the wire to poke a hole 
through the ribbon. Feed the wire UP through the hole and pull tightly. This will really 
help to secure those first two beads in place. 

Note how the wire is parallel to the ribbon and barrette. 

Now bend the wire to one side — in this case to the RIGHT. 


Now bend the ribbon to the opposite side — in this case to the LEFT. 

Take the wire around to the top of the clip and in front of the beads. Keep the wire 
close to the beads and really try to maintain the position of the beads with your 
fingers. You'll want to pull the wire very tightly. 

Take the wire around again to the underside of the clip. PLEASE NOTE that you're 
still taking it under the "pinch" part of the clip. 


Continued on Next Page...... 
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21. 


22. 


23. 


24. 


25. 
26. 


Load your next row of beads onto the wire and fold them over the top of the clip. 

Hold the beads tightly in place with your fingers. 

Take the wire around to the underside of the clip — we're still taking that wire under 
the "pinch" part of the clip. Repeat Steps 19 and 20. This just gives those beads 
more security and makes them nice and tight. 

Load your third row of beads onto the wire and fold them over the top of the clip, once 
again holding the beads tightly in place with your fingers. 


This time you're going to open the clip and take the wire under the top prong. (If you 
were to take it under the bottom prong, your barrette would be wired shut. ©) Wrap it 
around the clip one more time (the wire will be in front of the beads — See Step 19). 
Now repeat Steps 23 and 24 until you get to the end of the clip--your last row. 

Load your last row of beads onto the wire and fold them over the top part of the clip. 
This time when you take the wire to the underside, open up the clip. Instead of 
wrapping the wire straight across, you're going to angle it as shown. 


Continued on Next Page...... 
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27. Take the wire around to the top of the clip. 

28. Place the wire GENTLY IN BETWEEN the 2" to last and 3" to last row of beads. Be 
very careful not to scratch your beads. You may have to work with them a little bit. 
But be patient. 

29. Take the wire to the underside of the clip, angling it the same as in Step 26. 


30. Repeat steps 27 through 29 until you get to the other end of the clip (by the "pinch" 
part). 

31. Bring the wire around to the under side of the "pinch" part of the clip. 

32. Now you're going to feed the end of the wire through the hole on the OTHER side of 
the "pinch". NOT the hole that was used in Step 6, but the one on the opposite side. 


Continued on Next Page...... 
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33. The rounder you can keep the wire, the easier it will be for you to feed the wire 
through. Pull very tightly. 

34. Take the wire through the hole a couple more times. 

35. Cut off any excess and then fold the end down and “flatten” with the pliers so that 
there isn't a sharp edge. 


36. Take the ribbon that is next to the "pinch" part of the clip and place a bead of glue in 
the center — all the way down. 

37. Fold the ribbon around the pinch part of the clip and to the other side and hold in 
place until it dries. This takes a lot longer when you use "Fabri-Tac". It doesn't take 
quite as long when you use hot glue. 


Continued on Next Page...... 
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38. Now open up the clip and place a bead of glue along all of the wiring. 
39. Fold the ribbon over the wiring and press down until it dries. This is a great way to 
cover up all your “wire work". 


PLEASE NOTE: To make "Fringe Barrettes" on an alligator clip, follow these exact 
same steps, but put your "fringe" in between the two beads. 


PUN LIRE mS E E 


Copyright 2007, Tricks of the Trade Instruction Manual ©---- Page 158 


~~ Beaded Fringe Barrettes ~ ~ 
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40 mm barrette, 9 rows, 32 fringe beads 40 mm barrette, 9 rows, 29 fringe beads 


Before you start making Fringe Barrettes, please master the basic beaded barrettes first. It will 
make your life much easier, believe me. & 


SUPPLIES NEEDED: You will need the same supplies listed for the Beaded Barrettes. In addition, 
you will need approximately 20 — 40 headpins (preferably Sterling Silver), depending on how much 

fringe you want on your barrette. | use 1 %” 24 gauge headpins (http://www.artbeads.com). Also, | 
find that the 40mm barrettes are the perfect size. Not too big, not too small. 
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1. Start out by loading your headpin with whatever beads you would like. In this case | have used 
a 4mm Clear Swarovski Bicone Crystal, a small white bell flower, and a large blue bell flower 
(1a). 


2. | find it much easier to load all my headpins first. That way, if | decide | don't like a certain bead 
or bead pattern, | can just try again without wasting a headpin — because they can be 
expensive. ~ 


Copy 2---- Page 160 
40 mm barrette, 8 rows of 4mm cubed hematite, 25 fringe beads 


3. Hold one of the beaded headpins in your LEFT hand. 


. With your RIGHT hand, take your pliers and grab onto the headpin just barely above the bead. 


The headpin will be in between the two “noses” of the pliers. Please note that your pliers should 
be HORIZONTAL (Parallel) to the floor. 


5. With your RIGHT hand holding the headpin tightly, take your LEFT hand first finger and FOLD 
the headpin away from you (to the left). Fold it until it is directly HORIZONTAL to the floor (5a). 
This will create a "stem" that we will use later. 

6. Remove the pliers from their current position of HORIZONTAL and now position them 
VERTICALLY. Grab onto the headpin at the bend. The headpin will be in the middle of the two 
"noses". Notice how the stem is flush with the bottom "nose" (6a). 
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7. With your LEFT hand first finger, you are going to start bending the wire around the top "nose" 
of the pliers. In step 5 the headpin was horizontal. At this point the headpin is VERTICAL 
(straight up and down). 

8. Keep bending the headpin. Notice now how it is horizontal with the floor again, but it's on the 
OPPOSITE side of the pliers (from Step 5). 
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9. Continue to bend the wire over the top "nose" until you get about a 45 degree angle. See Step 
9a and 9b as a reference. 


10. Now this part can be tricky. Refer back 
to Step 9. The top nose of the pliers is 
INSIDE of the half loop. Now refer to Step 
10. | want you to remove the pliers and 
place them so that now the BOTTOM nose 
is INSIDE of the half loop and the top nose 
is on the TOP. Your pliers should still be 
VERTICAL to the floor. 
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11. With your RIGHT hand holding the pliers very tightly, take your LEFT hand thumb and start to 
fold the wire under the BOTTOM nose and AWAY from you. This can sometimes be difficult 
because of the different shapes and sizes of the beads. Notice the position of my LEFT hand 
first finger. It's pretty much keeping everything tight and together. 

12. Continue to bend the wire until itis once again HORIZONTAL to the floor. 


13a 


13. Remove the pliers from the loop. This is how it should look so far. (Also see 13a) 
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40 mm barrette, 10 rows of 4mm pearls, 20 fringe beads, 3 big buttons 


14. Now holding the beads and headpin with your LEFT hand, take the pliers with your RIGHT hand 
and place the headpin loop in between the two “noses”. Please note that the “loop” is horizontal 
to the floor. The pliers are NOT inside of the loop, but rather the entire HORIZONTAL loop is in 
between the two "noses". Hold this position very tightly with the pliers. 

15. With your LEFT hand you need to take the remaining end of the headpin (the tail) and begin to 
wrap it around the stem with your THUMB. 


16. When your thumb can't push any farther, then start pushing it around with your LEFT hand first 
finger. 

17.Again, once your first finger can't push any farther then switch to your thumb. This gets better 
with practice. If you're using a good headpin (like a 24 gauge Sterling Silver ©), then it will 
make your life easier! 
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18. Continue wrapping the tail around the stem until you get to the bead. 
19. With your wire cutters, cut the excess. If there's a sharp edge, then use your flat nose pliers to 
flatten it. 


20 20a 


20. Here is your finished fringe. See picture 20a as a reference also. 
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40 mm barrette, 7 rows of 6mm cat's eye beads, 21 fringe beads 


